
CRU CRC CRD

3mV/V  ± 0.1% 3mV/V  ± 0.2%
200, 300, 500kg. 1, 2, 3, 5, 10, 20t

≤0.02% R.O. ≤0.03% R.O. ≤0.05% R.O.

≤0.05% R.O.
≤0.05% in 20min

≤0.05% R.O.≤0.02% R.O.
≤0.02% R.O.
≤0.02% in 20min.
≤1% R.O.
-10 ~ 70°C
-20 ~ 80°C
≤0.03% LOAD/10°C
≤0.03% R.O./10°C

≤0.05% LOAD/10°C
≤0.05% R.O./10°C

350 Ohms ±3.5 Ohms
350 Ohms ±5 Ohms

5000 MOhms at 50V DC 2000 MOhms at 50V DC
3~12V(Recommended), 15V(Maximum)
Ø9mmx5m(22AWG x 4Core Shielded)
meets IP 67
150% R.C
300% R.C

 (R.O.)
 (R.C.)

CRD

CRU
CRC
CRD

200, 300, 500kg
1, 2, 3, 5, 10, 20ton

5T-

* Specifications are subject to change without notice

TEL : 031-742-6661   FAX : 031-742-6664
www.bongshin.com    e-mail : loadcell@bongshin.com

Depth 50

NK LJH M Mounting Plate Load Button

200 ~ 300kg (1961N ~ 2942N)
8

149 M12 x 1.25
1515 112

500kg ~ 1t (4.904kN ~ 9.807kN) 145 Depth 13

Depth 30

Depth 65

2 ~ 5t (19.61kN ~ 49.03kN) 12209
M24 x 2

2424 112

10t (98.07kN) 14290
M39 x 2

3030 171

20t (196.1kN) 14363
M50 x 2

3030 199
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Model CR Series


