
2.0mV/V ± 0.2%(X, Y )

≤0.1% R.O.
≤0.05% R.O.
≤0.05% R.O.
≤1% R.O.

-10 ~ 70°C
-20 ~ 80°C
≤0.05% LOAD/10°C
≤0.05% R.O./10°C
350 Ohms ± 3.5 Ohms
350 Ohms ± 5 Ohms

2000 MOhms at 50V DC
3~12V(Recommended), 15V(Max.)
4Pin connector
150% R.C
300% R.C

≤0.5% R.O.Cross talk

Model SeriesBXY

* Specifications are subject to change without notice

TEL : 031-742-6661   FAX : 031-742-6664
www.bongshin.com    e-mail : loadcell@bongshin.com
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X Y

X direction

Y direction

BXY - 500K, 750K, 1000K 
X - 5kN,      Y - 2.5kN
X - 7.5kN,   Y - 2.5kN
X -10kN,    Y - 5kN

BXY-500K
BXY-750K
BXY-1000K

MODEL

BXY - 500K

BXY - 1000K

BXY - 750K

X : 5kN     (510kgf)

X : 7.5kN  (765kgf)

Y : 2.5kN  (255kgf)

Y : 2.5kN  (255kgf)

Y : 5kN     (510kgf)
X : 10kN   (1020kgf)
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